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Description

Service entrance cable and location:
» Underground - cable material not visible

Electric service entrance - Underground

Service size:

» 100 Amps (240 Volts)

100 Amps (240 Volts)

Main disconnect/service box rating:
« 125 Amps
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REFERENCE

125 Amps

Main disconnect/service box type and location:
« Breakers - garage

Breaker Panel / Cover OFF Breaker Panel / Cover ON

System grounding material and type:
» Copper - ground rods
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REFERENCE

Copper - ground rods

Electrical panel manufacturers: « Federal Pioneer
Distribution wire (conductor) material and type: « Copper - non-metallic sheathed
Type and number of outlets (receptacles): « Grounded - typical

Circuit interrupters: Ground Fault (GFCI) & Arc Fault (AFCI):
« GFCI - bathroom and exterior

GFCI - bathroom and exterior

Smoke alarms (detectors): « Present

Carbon monoxide (CO) alarms (detectors): « None noted
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Panel covers: « Disconnect covers are not removed by the building inspector
System ground: e« Continuity not verified
Circuit labels: « The accuracy of the circuit index (labels) was not verified.

Not included as part of a building inspection: « Testing of smoke and/or carbon monoxide alarms « Determination of
the age of smoke and carbon monoxide alarms

SERVICE BOX, GROUNDING AND PANEL \ Distribution panel
16. Condition: « Poor access

Noted poor access to the electrical service panel. In case of emergency when the light are off people might trip and fall.
Safety hazard. Provide minimum required clearance.

Implication(s): Difficult to service

Location: Garage

Task: Provide

Time: Ongoing

Panel clearances

3 feet of clearance
should be provided
in front of the panel
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REFERENCE

Provide better access

DISTRIBUTION SYSTEM \ Wiring - installation
17. Condition: « Extension cord for garage door opener

Extension cords are not designed as permanent wiring. Excess electrical load can overhead wires and cause fire.
Implication(s): Electric shock

Location: Front Garage

Task: Replace

Time: Immediate

Check electrical connection

in many areas, extension cords
cannot be used with automatic
garage door openers

an electrical receptacle has to be
provided the opener (in some
jurisdictions, it must be a GFI outlet) garage
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DISTRIBUTION SYSTEM \ Wiring - damaged or exposed
18. Condition: « Exposed on walls or ceilings

Licensed electrical contractor to inspect and repair all exposed electrical wiring in a laundry area, safety issue.

Implication(s): Electric shock
Location: Laundry Area
Task: Further evaluation
Time: Immediate

Wire installations below floors

all wires permitted here

only #8/3 wires
or larger
permitted here

wire staples

all wires permitted here
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Exposed on walls or ceilings Exposed on walls or ceilings

19. Condition: « Noted extension cord from bedroom receptacle feeding bathroom cleaning feature (bidet).
Safety issue. People can get electrocuted if water gets into plug connections.

Implication(s): Electric shock

Location: First Floor Master Bathroom

Task: Replace

Time: Immediate

Bidet jet powered by extension cord Extension cord from bedroom receptacle

DISTRIBUTION SYSTEM \ Outlets (receptacles)

20. Condition: « [noperative

GFCl tripped as soon as | plugged my polarity tester inside. Connections suspect.
Licensed electrical contractor to inspect and repair all electrical wiring, safety issue.
Implication(s): Equipment inoperative
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REFERENCE

Location: Rear Exterior Wall Porch
Task: Repair
Time: Immediate

Inoperative Inoperative

21. Condition: « Noted electrical demand overload.
Safety harazd, overheading of receptacles/wiring.
Implication(s): safety/fire issue

Location: First Floor Living Room

Task: Improve

Time: Immediate

Y

Overload/Overheating

DISTRIBUTION SYSTEM \ Smoke alarms (detectors)
22. Condition: « Smoke detectors should be replaced every 10 years along with annual maintenance and battery
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REFERENCE

replacement as required.
Implication(s): Safety issue
Location: Throughout
Task: Inspect annually
Time: Ongoing

N 3 -
Smoke detectors should be replaced every 10 Y

DISTRIBUTION SYSTEM \ Carbon monoxide (CO) alarms (detectors)

23. Condition: « None observed
Implication(s): Health hazard
Location: Throughout

Task: Provide

Time: Immediate
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